
PRODUCT DETAILS:

Suitable for use in dry (indoor) locations as defined by NEC and CEC.
Meets United States UL Underwriters Laboratories & CSA Canadian
Standards Association Product Safety Standards.
Angular lines, a bold finish, simple shape and sturdy details merge for a
robust but pared down industrial design
Sparkling chrome with reflective finish

AMELIA
3127CM-LED
AMELIA ONE LIGHT LED PENDANT
Amelias classic pendant design reinvents vintage
details with a cast glass fitter, cast metal trim ring and
ornamental clasps. Bold finish options glow with retro
inspiration.
 

DETAILS

FINISH: Chrome

MATERIAL: Steel

GLASS: Etched Opal

SLOPE DEGREE: 90

DIMMABLE: YES, ON ANY
INCANDESCENT, MLV,
ELV, OR C-L DIMMER.

DIMENSIONS

WIDTH: 11.5"

HEIGHT: 9.8"

WEIGHT: 7lb

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

LED NAME: LESM-100

VOLTAGE: 120v

COLOR TEMP: 2700

LUMENS: 900

CRI: 92

INCANDESCENT
EQUIVALENCY:

1 x 75W

DIMMABLE: YES, ON ANY
INCANDESCENT, MLV,
ELV, OR C-L DIMMER.

MOUNTING

CANOPY: 5.25" Dia.

LEAD WIRE: 1 X 120"

MAX HEIGHT: 42.8

SHIPPING

CARTON LENGTH: 13

CARTON WIDTH: 13

CARTON HEIGHT: 13

CARTON WEIGHT: 13
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